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Abstract 

Introduction. Currently, artificial neural networks (ANN) are successfully used for technical diagnostics of steel ropes. 
Expensive software products with an adapted neural network implementation environment, such as STATISTICA, 
Amygdala, MatLab Simulink, are often used for this purpose. The most affordable way to build and train an ANN, from 
a financial point of view, is to write your own program code using interactive libraries such as TensorFlow, PyTorch, 
Scikit-learn. However, such libraries are not fully adapted for building an ANN, and to use them you need to have basic 
programming skills. As a result, the quality of an ANN depends not only on its architecture, training data, and 
composition, but also on the environment in which it is built. The aim of the work was to compare the quality of the ANN, 
built and trained by various methods according to the criterion of test network performance, confidence levels for 
assessing the technical condition of the rope, as well as the complexity and speed of training. For this purpose, new 
software has been developed to solve the problem of assessing the technical condition of a steel rope using a combination 
of various rejection indicators. 

Materials and Methods. The basis for an ANN training was a statistical database of typical damages of steel ropes and, 
an expert assessment of the technical condition of steel ropes. The software was written in the Python programming 
language. Various methods of programming a neural network were presented: an ANN built on the basis of the 
STATISTICA software package and an ANN built using the interactive Scikit-learn library. Ten test samples were 
prepared to verify the operation of the ANN. The ANN quality was assessed based on the test network performance and 
confidence probabilities (activation levels of the “winning” neuron) of determining the technical condition of the rope. 
Results. The construction of the ANN using the interactive library Scikit-learn showed a relatively high complexity of 
construction and a relatively low learning rate of the ANN. Test performance of the network, with a test sample size of 
ten, turned out to be the same for both built ANNs. At the same time, there was a difference in the indicator of the average 
confidence level for determining the technical condition of a steel rope between the results of the ANN built on the basis 
of the STATISTICA software package and the ANN built using the Scikit-learn interactive library. 

Discussion and Conclusion. The results showed that the ANN built using the STATISTICA software package with 
the same architecture and network learning parameters had more optimal software algorithms according to the criteria 
of confidence probability and network learning speed in comparison with the ANN built using the free Skicit-learn 
library. However, the indicator of the ANN test performance turned out to be the same for both ANNs. This result 
justified the use of TensorFlow, PyTorch, and Skicit-learn libraries by the world's leading research and commercial 
centers in the field of artificial intelligence. The obtained scientific result allows us to numerically evaluate and 
compare the quality of an ANN having the same architecture and learning parameters, but built using different methods. 
This will be useful for future scientific research in the field and for selecting the optimal environment for constructing 
ANNs in industrial applications. 
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AHHOTalna 

Beedenue. B nactosulee BpeMa HCKyCCTBeHHbIe HelipoHHble cetu (MHC) ycnemiHo upuMeHsAioTca Id TeXHMYeCKOrO 
J{MarHOCTHpOBaHHA CTAIbHbIX KaHaTOB. 3ayacTy!O MIpH ITOM HMCHOML3YIOT OPOrocTosMHe MporpaMMHBle MpPOAYKTHI C 
ajlauTHpoBaHHON cpeyon pearm3alyun HelpoHHbIx ceTei, Takue Kak STATISTICA, Amygdala, MATLAB Simulink. 
HanOosee WocTyMHbIM ciocobom HocTpoenua uw obyyeHua MHC c cbunancoBol TOUKM 3peHHA ABJIAeTCA HallMcaHHe 
coOcTBeHHOrO MporpaMMHOTo KOJ{a C HCIHOb30BaHHEM MHTepaKTHBHBIX OUOMMOTeK, TakKHX Kak TensorFlow, PyTorch, 
Scikit-learn. OqHako TakHe OMOMMOTeKH He ABIIAIOTCA MOJHOMCHHBIMH aallTHpOBaHHbIMH cpeylaMu roctpoesua MHC, 
VM (JIA UX UCHOb30OBaHHA HEOOXOAUMO BlaeTb WepBHYHbIMM HaBbIKaMH MporpamMupoBanna. Ilostomy KayectBo MHC 
3aBHCHT He TOJIbKO OT apXHTeKTYpbI, OObeMa HM COCTaBa OOYy4AaIOWINX BbIOOPOK, HO HM OT MeTOJa (cpezbI) MOcTpoeHHA 
VHC. Lenpro qanHoro uccieqoBaHHA ABJIAeTCA CpaBHeHHe KayecTBa padoTsr MHC, nocrpoenupix u oby4eHHbIx 
Pa3IM4HbIMH MeTOAaMH, M10 KPHTepHIO TeCTOBOM MpOH3BOAMTeIbHOCTH CeTH, JOBCPHTeIbHbIM yPOBHAM OL[CHKH 
TCXHHYeECKOTO COCTOAHHA KaHaTa, a TaK2Ke TpyOeCMKOCTH HM CKOpocTH obyyeHuA. B cBa3H c 3THM CO3aHO HOBOe 
TIporpaMMuHoe obeciicveHne WIA peWICHHA 3aa4H OLCHKM TEXHHYECKOTO COCTOAHMA CTaJIbHOrO KaHaTa 110 KOMOMHaLHu 
Pa3JIM4HBbIX OpaKOBOUHBIX MoKazaTesen. 

Mamepuanot u memoovi. OcHosoi aia ob6yaenua MHC nocmyxum ctaTuctwueckad 6a3a aHHbIX THIOBBbIX 
MOBPp@KACHHH CTAIbHBIX KaHaTOB, 9KCIepTHad OleHKa UX TexHMYecKoro cocTosHHA. IIporpammHoe oGecrieyeHne 
HallcaHo Ha A3bIKe IporpaMMupoBanna Python. pusexeusl pa3siM4Hble MeTOAbI IporpaMMupoBaHHaA HeMpoOHHOH ceTu: 
UHC, noctpoenHott Ha 6a3e mporpamMHoro Kommiekca STATISTICA, u MHC, nocrpoenHot c ucnomb30BaHiemM 
MHTepakTHBHON OuosmMoTeKu Scikit-learn. Ina mpopepKu padotsr MHC Osio nozrotopneno 10 TecToBbIx BBIOOpOK. 
Oueuka kayectBa padotsr MHC nposogmsacb 10 TeCTOBOM MpOH3BOAMTeIbHOCTH CeTH HM JOBEPUTCJIbHbIM BEPpOATHOCTAM 
(ypOBHAM aKTHBallHH «mOOeqMBIIerO> HeMpoHa) ONpeesIeHHA TEXHMYECKOFO COCTOAHHA KaHatTa. 

Pezyiemamot ucciedoeanua. IloctpoeHue MHC c ucnonmb30BaHveM HHTepakTHBHOH OnOmuMoTeKH Scikit-learn noKa3as0 
CPpaBHUTeJIbHO OOJbLIYIO TpyOCMKOCTb MOCTpoOeHHA HU CpaBHHTesIbHO HeOONbIy!O CKOpocTb oOyyeHuA. TecToBasa 
IIPOH3BOJHTEIBHOCTh CeTH Ip OObeMe TecTOBOH BEIOOpKH 10 oKa3aacb OAMHAKOBOH JIA OOeux TOcTpoeHHEIx MHC. 
IIpu sToM oOHapyxMsach pa3HHWa B MOKa3aTee cpesHero JOBePUTeIbHOTO YpoOBHA OlpeseseHHa TexHH4ecKoro 
COCTOAHHA CTaJIbHOrO KaHaTa 10 pe3yibTatam padoTs1 MHC, nocrpoeHHolt Ha 6a3e MporpaMMHoro KOMIIIeKca 
STATISTICA, u VHC, noctpoennoii c ucnomb30BaHHeM HHTepakTHBHOM OuOmHOTeKH Scikit-learn. 

Oocyorcdenue u 3akuouenue. TlonyuenHbie pe3yiibTaTbl! WoKa3amu, ato MHC, nocrpoenHaa c McrojIb30BaHHeM 
tmporpaMMuoro Komuexca STATISTICA, nupu oquHakOBOH apxuTeKType MW MapameTpax oOy4eHHA CeTH UMeeT Oosee 
ONTHMAaJIbHbIc IpOrpaMMHBle aJITOpHTMbI 10 KpHTepHAM JJOBEPUTebHOM BepOATHOCTH HM CKOpOCTH OOyYeHHA ceTH 110 
cpapHeHuio c MHC, noctpoeHHol c uciomb30BaHHeM OecraTHOM OuOmMoTeKu Skicit-learn. OnHako moKa3aTesIb 
TeCTOBOM MmpousBogyuTembHocTH MHC oxas3asica oMHaKOBbIM JId OOeHx MHC. Tako pe3ymbtaT oOocHOBbIBaeT 
MCIOb30BaHHe BeXYUIMMH MMPOBbIMH Hay4HO-HcceqOBaTesIbCKHMH MW KOMMep¥eCKHMM WeHTpaMH B oOOsIacTH 
MCKYCCTBeHHOrO MHTeIeKTa OnOmMoTeK TensorFlow, PyTorch, Scikit-learn. UWlomyuenupri Hay4Hbit pe3syibTaT 
TIO3BOJHT YHCICHHO OWCHHTb H CpaBHHTb KayeCTBO MCKYCCTBeCHHBIX HeHPOHHBIX CeTeH, MMCIOINMX OMHAKOBbIe 
apxHTeKTypy H WapaMeTpbl OOyyeHHA, HO MOCTPOCHHBIX pa3JIMYHbIMH MeTOJaMH, OH OyAeT MOe3HBbIM Kak Jia Oy tyWHx 
Hay4HBbIx MCCUeAOBaHHM B STON OOACTH, Tak HU WIA BLIOOPa ONTHMaJIbHOM cpeybI WocTpoeHua MHC B npomMpniieHHo 
cibepe WeaTesbHOCTH. 
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Kaouesbie c10Ba: CTasIbHOM KaHaT, HCKYCCTBeHHbIe HelpOHHble CeTH, OleHKa TexHHyecKoro cocTosHusA, Python, 
Scikit-learn, STATISTICA, OpakoBounbie noKa3aTeH 


BuaarojapHoctu. Astop BbipaxkaeT OsarofapHoctTb KomeKTHuBy OOO «MKI] «Motcab»» HITY r. Hopouepxaccka 3a 
TIpeOCTAaBJICHHY!O BO3MO2XKHOCTb MCHOIb30BaTb JaHHbIe SKCIUIYaTaWH CTAJIbHbIX KAHATOB, 2 HMCHHO CTATHCTHYCCKYIO 
Oa3y JaHHBbIX THIOBbIX MOBPexKCHHM CTAasIbBHbIX KAaHaTOB. 


Ais WaTupoBanna. Xsan P.B. CpaBHntesbHblit aHaIM3 KavecTBa paOOTbI HCKYCCTBECHHBIX HeMPOHHBIX CeTel JIA OL|CHKH 
TCXHHYeCCKOTO COCTOAHHA CTaIbHOrO KaHaTa. bezonacHocmb mexHOzeHHbIx u npupodHeix cucmem. 2024;8(2):68-77. 
https://doi.org/10.23947/2541-9129-2024-8-2-68-77 


Introduction. Currently, methods for assessing the technical condition of engineering facilities using artificial neural 
networks (ANN) are becoming more widely used. This is due to the ease of identifying dependencies between the output 
data, which in this case is the technical condition of steel ropes, and the input data, which are various combinations of 
indicators that indicate defects in the steel ropes. To establish the correlation between the technical condition of a steel 
rope and various combinations of ten defective indicators expressed as a percentage of the permissible level of damage, 
a significant amount of analytical work and solving a multifactorial regression problem is required. Software that uses a 
neural network as its core can help experts and beginners in making decisions about the future operation of steel ropes 
based on different combinations of defect indicators. 

Scientists from various fields of expertise are addressing the issues of reliability and safety in technical systems by 
employing modern artificial intelligence tools. Examples include the works of V.A. Vorontsov, E.A. Fedorov, 
A.A. Korotky, A.V. Panfilov, N.N. Nikolaev, A.R. Yusupov, S.V.Zhernakov, T.I. Goreva, N.N. Portyagin, 
G.A. Pyukke, B.Ch. Meskhi, A.N. Beskopylny, S.A. Stelmakh, I.F. Razveeva et al. [1-8]. These researchers successfully 
employ neural network modeling techniques to achieve various research and industrial objectives, such as evaluating the 
technical condition of aircraft engines and spacecraft systems, as well as detecting and classifying defects in steel ropes. 
At the same time, various architectures, ANN training parameters, software packages and artificial neural network 
development environments are used, such as Alyuda NeuroIntelligence, STATISTICA, Amygdala, and MatLab Simulink. 
It is also common practice to write your own program code using free (open-source) interactive libraries, such as 
TensorFlow, PyTorch, and Sikit-learn. However, it is worth noting that none of these works compare the quality of ANNs 
work, which have the same architecture, training parameters, volume and sample size, but are built using different 
methods, 1.e. in different software development environments. 

Often, the use of artificial neural networks on an industrial scale is associated with the use of expensive specialized 
software systems. These systems have an environment adapted for the implementation of ANNs and do not require users 
to have programming skills. A more affordable way to build and train a neural network from a financial point of view is 
to write your own software code using free interactive open source libraries. However, this method requires the user to 
have basic programming skills. The Scikit-learn library is open source, while the annual license for the STATISTICA 
software program costs about $25,000. 

The aim of this work was to conduct a comparative analysis of the ANN quality in order to assess the technical 
condition of steel ropes by a combination of defective indicators built and trained by various methods, according to the 
criteria of test network performance, labor intensity and speed of network training, the average activation level of the 
“winning” neurons of the network and taking into account the financial costs of implementing and using the built artificial 
neural networks. In this regard, the task was set to create a new software tool for assessing the technical condition of steel 
ropes based on a combination of rejection criteria using two different types of ANNs: those built on the STATISTICA 
software package and those developed using the Scikit-learn interactive library. 

Materials and Methods. The basis for ANNs training was the experience gained from operating steel ropes. This 
included a statistical database of typical damage to steel ropes and an expert assessment of their technical condition [9-12]. 
Figure | shows a neural network diagram that was used to assess the technical condition of a steel rope in all the methods 
described below. 
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Fig. 1. ANN scheme for assessing the technical condition of a steel rope 


Below are the parameters used in both methods of building the ANNs: 

1. The so-called hyperparameters were set — parameters that did not change during network training. They included: 

— 10 neurons of the input layer, equal to the number of defective parameters of the steel rope (xi—X10); 

—the number of output parameters (neurons), three possible states of the steel rope: 1 — operable, operation was 
allowed (yi), 2 — defects within acceptable limits, operation was allowed with restrictions (y2), 3 — the limit state had 
been reached, operation was prohibited (y3); 

— the number of intermediate layers, as well as the number of neurons in each intermediate layer. 

Thus, the architecture of the neural network was defined [13]. 

2. The trainable parameters were set — parameters that were changed (optimized) in the process of network training: 
the values of synaptic weights w (the strength of the connection between neurons) and biases b. First, these values were 
set randomly, and then in the process of training the neural network, they were optimally configured. 

3. The forward propagation algorithm was implemented by calculating a neural network based on randomly generated 
parameters w and b. To do this, training data was required, which consisted of samples of input parameters along with 
their corresponding known output parameters. These samples are shown in Table 1. 


Table 1 
Data for neural network training 
No. XI x2 X3 X4 X5 X6 X7 Xg X9 X10 y 
1 75 0 18 0 0 0 44 0 0 0 
2 21 0 34 0 0 18 0 0 0 0 1 
3 0 89 0 66 0 0 0 0 74 0 3 
4 78 0 12 0 0 0 0 0 0 0 2 
5 55 90 0 0 0 10 0 0 7 0 3 
6 0 43 24 0 0 0 0 0 0 34 1 
7 0 65 90 0 57 13 0 100 81 0 3 
8 19 0 0 0 13 3 0 0 0 0 1 
9 0 56 0 30 0 0 0 0 0 0 1 
10 0 61 0 0 0 0 0 83 0 0 2 
ee 0 0 71 0 87 0 0 4] 0 0 2 
300 0 0 28 14 0 0 28 100 0 0 3 
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In Table 1, ten input parameters (xi—x10) represented the rejection values for steel ropes, expressed as a percentage of 
their limit values. This took into account a combination of various defects, which could be identified by expert means 
using a 3d model of the stress-strain state of the rope. Each combination corresponded to a specific technical condition of 
the rope. The volume of the training sample was 300 samples, while the control sample consisted of 30 samples. Ten test 
samples were also prepared for testing the ANN, but these were not included in the training process. 

4. The activation function F was defined. This function was necessary to introduce non-linearity and a certain 
threshold value at the output of each neuron. We used the Relu activation function for this purpose. The formula below 
determined the level of neuron activation [14, 15]: 


y= F(x), +X9W7 +X3W3 +b), 


where y — level of neuron activation; x;—x3 — levels of activation of neurons of the previous layer; w;-w3 — synoptic 
weights; b — function offset. 
Figure 2 shows a diagram of the formation of the activation level of one neuron. 
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Fig. 2. Scheme of formation of the activation level of one neuron 


5. A normalizing transformation of the activation values of the neurons in the last layer of the resulting network was 
performed using the softmax function, so that their values ranged from 0 to | and the sum of these values equaled 1. This 
transformation allowed for the interpretation of the activation levels of the neurons in a probabilistic sense. As a result, a 
prediction was made by the neural network — the state of the steel rope with a certain level of confidence for the current 
values of the synaptic weights (connections between neurons), w, and biases, b. 

6. Calculation of error E between the calculated activation levels of neurons of output layer y..., and the target 
activation values of neurons of output layer y,., using the MSE (Euclidean distance) function or cross-entropy functions 
(used to determine the distance between probability distributions). It was important to remember that a neural network 
was trained with a teacher, which meant it used examples with known inputs and outputs. These examples were called 
training samples. 

7. Implementation of the backpropagation algorithm, the purpose of which was to solve the problem of minimizing 
error function E depending on synaptic weights (connections between neurons) w and biases b. The gradient descent 
method was used for this purpose. 

8. Repeating the entire learning algorithm on the next training sample (or group of samples) in order to minimize the 
error of the neural network by updating the connections (weights) between neurons. Each such repetition was called an 
epoch of learning. We set 2000 epochs of learning. The learning rate was 0.0001. The Adam error function. After 
completing a set number of training epochs, the neural network with all settings was saved and could be used to predict 
output parameters (the state of the steel rope) based on input parameters (combinations of defective indicators) that were 
not previously used in the network training process. 
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STATISTICA contains two built-in programming languages: STATISTICA BASIC and SCL (command language). 
The method of building a neural network in STATISTICA began with the launch of the “Neural Networks” module in 
the “Data Mining” tab on the main working panel of the program. The interface of the STATISTICA program practically 
did not differ from the well-known interface of the MS Office program. To build an ANN in STATISTICA, we set the 
network architecture and learning parameters specified in the above algorithm by pressing the appropriate keys using the 
adapted program interface. 

The direct training of the neural network was activated by pressing the “Train” key in the STATISTICA working 
window, after which the ANN was checked on pre-determined control samples. The size of the control sample was 30. 
The condition for stopping the training process was when a benchmark network performance of at least 95% was achieved. 
The learning process of the neural network took about 20 seconds. 

A step-by-step algorithm for writing the program code of a neural network using the interactive library Scikit-learn in 
the Python programming language was provided [4—7]: 

1. In the first step, additional interactive libraries were installed. A library in this context meant a set of pre-written 
routines that made the programming process easier. To install a library, you need to enter the following code: (The 
explanations of the code or the commands being executed are provided in parentheses): 

!python -m pip install pandas (data processing and analysis library); 

!python -m pip install sklearn (machine learning library); 

!python -m pip install openpyx| (library for working with Excel files). 

2. In the second block, modules were imported by entering the following code: 

import pandas as pd (data processing and analysis module); 

from sklearn.neural_network import MLPClassifier (module for working with neural networks); 

from sklearn.metrics import confusion_matrix, classification_report (additional module for working with neural networks); 

import pickle (module used to save a trained neural network); 

import joblib (module used to save a trained neural network). 

3. Loading a database, i.e. a set of training data. It was necessary to prepare an Excel file with training data in advance, 
arranged in the format shown in Table | (a more simplified view is recommended — only columns of input and output 
parameters with their headers). To do this, we entered the following program code: 

ds = pd.read_excel('book1.xlsx'), where book1.xlsx — an Excel file that should be located in the same folder as the 
file of the program being created; 

ds.head(10) (code for visually displaying the first 10 rows of the table). 

4. Next, values were assigned to the variables X and Y by writing the following program code: 

X = ds.drop(‘Rope condition',axis=1) (all columns were assigned to variable X, except for column “Rope condition” 
(the literal name of the column was indicated); 

y = ds['Rope condition'] (for variable Y, column “Rope condition” was assigned). 

5. Building and training a neural network by writing the following code (this two-line program code replaced writing 
the neural network program code “manually” from the previous algorithm): 

nn=MLPClassifier(hidden_layer_sizes=(8,8,8), max_iter=2000) (the architecture of the neural network was set, as 
well as the parameters of its training; in this case, 3 hidden layers, each with 8 neurons; the number of training epochs 
was 2000; by default, the Relu activation function was selected (code: activation='relu'), Adam error function (code: 
solver='adam'’), learning rate 0.0001 (code: alpha=0.0001). It was possible to select various parameters of neural network 
training by writing the appropriate program codes separated by commas. All kinds of activation functions, error functions 
and other network parameters, their codes can be found on the official website of the interactive library Scikit-learn; 

nn.fit(X, y) (introduction into the neural network of previously set parameters X — input variables (rejection indicators 
of steel ropes) and Y — output target variable (technical condition of steel ropes). 

After launching this block, the neural network was built according to a given architecture and trained according to the 
specified learning parameters on training data (samples) uploaded via an Excel file table. The condition for stopping the 
training process was when a benchmark network performance of 95% was achieved. The learning process took 
approximately 1.5 minutes. 

The following were the steps to save and use the ANN using the Scikit-learn interactive library: 

1. Saving the trained neural network to a separate file by writing the following program code: 

joblib_ file = “joblib_model.pkl” (creating a joblib_model.pk! file); 

joblib.dump(nn, joblib_file) (saving the nn neural network in the joblib_model.pk! file). 

After running this block, the program created a joblib_model.pkl file in the same folder where the program file itself 
was located. 
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2. Creating a new file in PyCharm with py permission or in Jupyter with ipynb permission (the file in Jupyter was 
created for convenience, then the file would have to be saved in py format)). 

3. Importing (to a new file) interactive libraries by writing the following program code: 

import joblib (library for saving and embedding individual fragments of the program code); 

import PySimpleGUI as sg (library for graphic design of the program). 

4. Uploading a trained neural network to a new file via the joblib_model.pkl file, writing the following program code: 

joblib_file = “D:\Python\PycharmProjects/joblib_model.pkl” (specifying the full path to the joblib_model-pkl file 
(individually for each user). 

joblib_nn = joblib.load(joblib_file) (loading program code with a trained neural network). 

5. Developing the graphical design of the program by writing the following program code: 

sg.theme('DarkAmber') 

layout = [ [sg.Text('Determination of the condition of the steel rope')]; 

[sg.Text('Enter 10 numbers separated by a space’), sg.InputText()]; 

[sg.Button('Ok’), sg.Button('Cancel')] 

window = sg.Window('Window Title’, layout) 

while True: 

event, values = window.read() 

if event == sg. WIN_CLOSED or event == 'Cancel': 

break 

#Neural network 

Xnew = [list(map(int, values[0].split()))] 

y =joblib_nn.predict(Xnew) 

#Popup window 

if event == 'Ok': 

window.disappear() 

sg.popup(‘Rope condition ', y) 

window.reappear() 

print("Rope condition ', y) 

window.close() 

After starting this block, the program displayed the following working window (Fig. 3). 


Fig. 3. Working window of the written program 


In the working window of the program there was a line for entering 10 numbers separated by a space. In this line, 
the actual percentages of ten different defects of steel ropes from their permissible values were entered. After entering, 
for example, the following values [20 0 30 00 10 0 00 0] and pressing the “Ok” key, the program took the user to the 
next working window. 

In the working window (Fig. 4), the program displayed the information message “Rope condition [1]”, which 
corresponded to the rope condition “serviceable, operation is allowed”. 


Fig. 4. Working window of the program with a determined rope condition 


Khvan RV. Comparative Analysis of the Performance of Artificial Neural Networks in Assessing the Technical Condition of Steel Ropes 


Results. Thus, two ANNs have been developed that have the same architecture, training parameters, composition, 
number and volume of training, control and test samples, but built using different methods. The results of work of the 
ANN, built in the STATISTICA software package, are presented in Table 2. 


Table 2 
Results of work of the ANN built in STATISTICA 
Sampling pare Network Rope condition-1 Rope condition-2 Rope condition-3 
(test) output (confidence level) (confidence level) (confidence level) 
1 1 1 0.64 0.18 0.18 
2 2 2 0.15 0.73 0.12 
3 2 2 0.24 0.69 0.15 
4 3 3 0.03 0.28 0.69 
5 3 3 0.15 0.21 0.64 
6 1 1 0.55 0.31 0.14 
7 3 3 0.03 0.21 0.76 
8 1 1 0.68 0.21 0.11 
9 2 2 0.26 0.61 0.13 
10 2 2 0.14 0.53 0.33 


The column “Rope condition — Target” shows the previously known state of the rope, in the column “Rope 
condition — Output” — the result of the neural network; subsequent columns indicate the confidence probabilities 
of determining a particular condition of the rope, which correspond to the activation levels of the output neurons of 
the network. 

According to Table 2, it can be seen that the neural network correctly determined the condition of the steel rope 
according to the defective indicators in 10 out of 10 cases, i.e. the test performance was 100%. At the same time, the 
average value of the confidence levels for determining the condition of the ropes was 0.65. 

The results of work of the ANN, built using the interactive library Scikit-learn, are presented in Table 3. 


Table 3 
Results of work of the ANN built using Scikit-learn 
Sampling Tatas Network Rope condition-1 Rope condition-2 Rope condition-3 
(test) output (confidence level) (confidence level) (confidence level)) 
1 1 1 0.58 0.13 0.29 
2 2 2 0.19 0.51 0.19 
3 2 2 0.22 0.56 0.30 
4 3 3 0.29 0.25 0.46 
5 3 3 0.21 0.22 0.57 
6 1 1 0.57 0.22 0.21 
7 3 3 0.21 0.22 0.57 
8 1 1 0.63 0.22 0.15 
9 2 2 0.22 0.57 0.21 
10 2 2 0.33 0.45 0.21 
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According to Table 3, it can be seen that the neural network correctly determined the condition of the steel rope 
according to the defective indicators in 10 out of 10 cases, i.e. the test performance was 100%. At the same time, the 
average value of the confidence levels for determining the condition of the ropes was 0.55. 

Comparisons of test performance of neural networks with the same architecture and learning parameters, but built 
using different methods, showed that the ANN built on the basis of the STATISTICA software package and the ANN 
built using the Scikit-learn interactive library had a test performance of 100% with a test sample size of 10. However, the 
average confidence level (activation level of the “winning” neuron) for determining the state of the steel rope of the ANN 
built on the basis of the STATISTICA software package was 0.65, whereas the same indicator of the ANN built using the 
interactive library Scikit-learn was 0.55, which is 15% less. 

Discussion and Conclusion. The results obtained showed that the ANN built using the STATISTICA software 
package, with the same architecture and network learning parameters, had more optimal software algorithms according 
to the criteria of confidence in assessing the technical condition of the steel rope and the speed of network learning, in 
comparison with the ANN built using the free Scikit-learn library. This can be explained by the fact that when 
developing algorithms for software complexes such as STATISTICA, specialized hardware complexes are used, 
including vector and tensor processors, which go far beyond the capabilities of the average application developer and 
require the involvement of highly qualified specialists. However, the indicator of the test performance of the ANN 
turned out to be the same for both ANNs. It is important to note that when evaluating this indicator, the test sample 
size was 10. If the test sample is increased, this indicator will be more accurate. At the same time, the achieved result 
justifies the use of TensorFlow, PyTorch, and Scikit-learn libraries by the world's leading research and commercial 
centers in the field of artificial intelligence. 

In addition, the obtained scientific conclusion will allow us to numerically evaluate and compare the quality of ANNs 
having the same architecture and learning parameters, but built using different methods, and may be useful both for future 
scientific research in this field and for choosing the optimal environment for building ANNs in the industrial sphere. The 
developed programs can be used by specialists and experts as intelligent decision support systems for diagnosing the 
technical condition of steel ropes. 
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Kondaukm unmepecoe: aBtop 3aaBi1AeT OO OTCYTCTBHM KOH(IMKTAa HHTepecos. 
Aemop npouwumas u Od0Obpul OKOHYaMebHolU Bapuanm pyKonucu. 
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